INSTRUCTIONS: Use the chart below to read Yale model numbers for 3-wheel electric, 4-wheel electric, and I.C.E models. I.C.E models do not have sections for all placeholders; simply skip the placeholder and continue with the next spot to interpret the next section of the model number. The 3- and 4-wheel electric riders use all placeholders.

- **POWER**
  - E=electric
  - G=gasoline
  - GD=diesel
  - GL=LP gas
  - GT=dual fuel

- **TIRES**
  - C=cushion
  - P=pneumatic

- **MODEL TYPE**
  - R=sit down rider
  - S=stand up control

- **CAPACITY**
  - 020=2,000 lbs
  - 025=2,500 lbs
  - 030=3,000 lbs
  - 040=4,000 lbs
  - 050=5,000 lbs
  - 135=13,500 lbs
  - 155=15,500 lbs

- **MODEL DESIGNATOR**

- **DESIGN SERIES**
  - A, B, C, etc.

- **MFG SOURCE**
  - N=North America
  - E=Europe

- **COLLAPSED MAST HEIGHT**
  - 083, 090, 096, 147, 163.5, 175.5, etc.

- **MAST TYPE**
  - V=simplex HI – VIS
  - F=duplex HI – VIS
  - E=triplex HI – VIS
  - Q=quad

- **VOLTAGE (3- & 4-WHEEL RIDERS)**
  - 24, 36, 48, 72, 80, etc.

- **ENGINE MFG (I.C.E.)**
  - C=Cummins
  - G=GM
  - P=Perkins
  - U=Mazda

- **CONTROL TYPE (3- & 4-WHEEL RIDERS)**
  - T=transistor

- **TRANSMISSION TYPE (I.C.E.)**
  - A=single speed automatic
  - B=two speed powershift or automatic
  - C=three speed powershift or automatic

***Not present in I.C.E models***